
 
 
 
 
 
 
 

 
 
Description: 

Dry drum magnetic 
separators are 
excellent tools for 
separating 
ferromagnetic and 
paramagnetic 
components from 
nonmagnetic 
powders.  The low 
intensity drum has a 
magnetic field from 

600 to 1,000 gauss, typically and is used when separating ferromagnetics. 
The high intensity drum typically has magnetic field intensity ranging 
from 7,000 gauss (Permanent Drum) to 20,000 gauss (Electro-magnetic 
drums) and are used to remove paramagnetic components.  

Dry Drum Magnetic Separator, shown with optional feed hopper and 
variable rate feeder 

Catalog Number Item Description Power 

060B-003 18×12 220-440v/3ph/50-60hz 

060B-004 18×24 220-440v/3ph/50-60hz 

 
 
 

 
 
 
 
 
 
 

CONTACT US 
Ph on e : 3 1 0- 83 0 - 6 601  
FA X : 3 1 0- 83 0 - 93 3 6  
Ema il :  inf o@s e por .c o m & 
s er vi c es @s ep or .c om  
 
LOCATIONS 
W EST  C OA ST  
7 1 8 N .  F r ie s  A v en ue 
W ilm ing to n , C A  907 44  
EA ST  C OA ST  
3 7 40 N W 1 2 4th  A ve C or al  
Spr in gs , FL  3 3 0 65  
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