
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Description: 
The Sepor Pulp Density Scale is a versatile instrument that is irreplaceable whether 
in the laboratory or in the field.  It is suspended from a 2 1/2″ diameter support ring 
used for hanging the scale freely in space.  It can be used to determine the 
specific gravity of dry solids or pulps as well as the percent solids of slurries.  
 
It comes with as set of 12 dial faces for  solids with specific gravities from 1.2 to 7.8.  
 
The standard set comes with the scale, a set of 12 dial faces and a plastic 1,000 mL 
container.  Stainless Steel containers are available upon request. 
 

 
 
 
 
 
 
CONTACT US 
Ph on e : 3 1 0- 83 0 - 6 601  
FA X : 3 1 0- 83 0 - 93 3 6  
Ema il :  inf o@s e por .c o m 
& s er v ic es @ s e po r . c o m  
 
LOC A T ION S  
W EST  C OA ST  
7 1 8 N .  F r i e s  A v en ue 
W ilm ing to n , C A  907 44  
EA ST  C OA ST  
3 7 40 N W 1 2 4th  A ve 
C or al  S pr in gs , F L  3 3 0 65  
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